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HTC-15C28DID Med-resolution 
 HTC-15G28DID Hi-resolution IR COLOR DOMED CAMERA 

'The DSP Color DOMED camera HTC-15C28DID and HTC-15G28DID incorporates advanced 1/3” high performing CCD 
Sensor and digital signal processor (DSP) circuit. 
 

HTC-15C28DID (NTSC) Color CCD Camera incorporates the sensor 250,000 pixels, 1/3", 
HTC-15C28DID (PAL) Color CCD Camera incorporates the sensor 296,000 pixels, 1/3", 
HTC-15G28DID (NTSC) Color CCD Camera incorporates the sensor 380,000 pixels, 1/3", 
HTC-15G28DID (PAL) Color CCD Camera incorporates the sensor 440,000 pixels, 1/3", 
 

High quality picture, aesthetic and easy to install, the HTC-15C28DID and HTC-15G28DID are good complements for 
your line of CCTV system. 
 

AUTOMATIC TRACING WHITE BALANCE 
The Color CCD CAMERA HTC-15C28DID and HTC-15G28DID employ AUTO TRACING WHITE BALANCE adjustment 
circuit that adjusts continuously the picture as lighting conditions change for making the correct WHITE BALANCE 
adjustment AUTO. 
 
 

AUTO ELECTRONIC SHUTTER(AES)—ON/OFF Switchable 
The Color CCD DOMED CAMERA HTC-15C28DID and HTC-15G28DID incorporates the ELECTRONIC SHUTTER up to 
1/100,000 sec. 
 

BACK LIGHT COMPENSATION(BLC)—ON/OFF Switchable 

As you take a picture with strong light behind the subject, the picture would be looked very dim on the subject. 
In this case, you should select BLC ON, the AES should be in ON position. 
NOTE: When you select BLC ON, the AES should be in ON position. 

 

GAMMA CHARACTERISTIC 
The Color DOMED CAMERAS of HTC-15C28DID and HTC-15G28DID incorporate the corrector of GAMMA :0.45 
 

CHANGEABLE LENS MOUNT 
The Color DOMED CAMERAS HTC-15C28DID and HTC-15G28DID include a 2.8-12mm varifocal removable IR filter lens 
applications. 
 

  PACKING   
Camera 1 
Instructions manual 1 
Screw for mounting fixation 3 

 

 




