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SPECIFICATIONS
MONOCHROME COLOR
ITEMS HTC-785 HTC-786 HTC-78A HTC-79A
PICK UP DEVICE 1/3" CCD Image Sensor 1/3" CCD Image Sensor

IMAGE SIZE H*V mm

6.00"4.96 3.90%4.57 6.08*5.00

EIA/NTSC: 510*492/512*582 (Hi-Res.)

v PICTURE ELEMENTS CCIR/PAL: 771*492/753*582 (HI-RES.)

" H. SYNC FREQUENCY EIA/NTSC 15.734 K Hz CCIR/PAL 15.625 K Hz
APERTURE CORRECTION 1H Mode Enhancement 2 H Mode Enhancement
WHITE BALANCE None None Auto Auto
SENSITIVITY 0.01Lux 0.1 Lux 1Lux 2Lux
POWER CONSUMPTION 110mA 140mA 250mA 270mA
RESOLUTION (Lines) 420 580 400 540
LENS f=3.6mm F2.0 (2.9,6,8,12mm Option)

ELECTRONIC SHUTTER Auto(1/100,000sec)

SYNCHRONIZATION Internal

B.LIGHT COMPENSATION Auto

AUTO GAIN CONTROL Auto

GAMMA COLLECTION 0.45

S/N RATIO More Than 46 dB

VIDEO OUTPUT 1.0 Vp-p, 75 Ohms

POWER SUPPLY DC12V (+10%)

DIMENSIONS W*H*Dmm 97*55*60

WEIGHT ¢ 700

STORAGE TEMPERATURE -30°C to +60°C

OPERATING TEMPERATURE -10°C to +50°C

ITEMS RVT-55 HTM-1003-64
OPERATING TEMPERATURE 5.5” 6.4”

POWER SUPPLE DC12V ~ 24V DC12v
POWER COMSUPTION 12.5W W

VIDEO INPUT Composite Video Signal, 1 Vp-p/750hms
OPERATION TEMPERATURE -10°C to + 50°C -0°C to + 60°C
DIMENSION W*H*D mm 140%133*180 189*131*36.5
WEIGHT ¢ 1500 530

"““T HUNT ELECTRONIC USA, INC.

Specifications are Subject to Change without Notice.
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